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H.264 compression technology
Support dual stream recording
Support real time playback

Backup by USB flash, IDE hard driver

Remote monitor via IE or client software
Support synchronized Audio/video recording
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AUDIO OUT, PTZ control,

Up to 16 channels; CIF/D1 resolution mﬁnily
4 real-time + , 100 fps,
4CH video + PAL (D1) (720x576), - CIF
[TCV-S4000A audio real-time|(352x288), H.264 , 8 HDD ( max 4TB), USB,
352x288 , LAN, SVGA OUT, TV OUT,
AUDIO OUT, PTZ control, .
te] real-time + , 200 fps,
TCV-S8000A 8CH video + PAL (D1) (720x576), - CIF
audio real-time|(352x288), H.264 , 8 HDD ( max 4TB), USB,
352x288 , LAN, SVGA OUT, TV OUT,
AUDIO OUT, PTZ control, .
16 real-time + , 400 fps,
16CH video + PAL (D1) (720x576), - CIF
[TCV-S1600A audio real-time|(352x288), H.264 , 8 HDD ( max 4TB), USB,
352x288 , LAN, SVGA OUT, TV OUT,
AUDIO OUT, PTZ control,
16 real-time , 400 fps, PAL
16CH video ((D1) (720x576), - CIF (352x288),
TCV-S1600 real-time |H.264 , 8 HDD ( max 4TB), USB,
352x288 , LAN, SVGA OUT, TV OUT,
AUDIO OUT, PTZ control, .
4 real-time + , 100 fps,
4CH video + PAL (D1) (720x576)
[TCV-DS4000A audio real-time[llill, H.264 , 8 HDD ( max 4TB), USB,
PAL 720x576 , LAN, SVGA OUT, TV OUT,
AUDIO OUT, PTZ control, .
te] real-time + , 200 fps,
8CH video + PAL (D1) (720x576)
TCV-DS8000A audio real-time|l!!!l, H.264 , 8 HDD ( max 4TB), USB,
PAL 720x576 , LAN, SVGA OUT, TV OUT,
AUDIO OUT, PTZ control,
16 real-time + , 400 fps,
16CH video + PAL (D1) (720x576)
TCV-DS1600A audio real-time|l!!!l H.264 , 8 HDD ( max 4TB), USB,
PAL 720x576 , LAN, SVGA OUT, TV OUT,
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16CH STANDALONE DIGITAL VIDEO RECODER

infinily

SA16CO

16CH DVR

1. Real Time Refresh Rate

2. Ultra-high-recording resolution 720*240 (NTSC) /
720*288 (PAL)

3. Recording speed supreme reach 120fps (NTSC) /
100fps (PAL)

4. USB flash drive backup and firmware update.

5. Triplex operation standalone 16ch DVR,
record/playback/network at one time.

6. Remote viewer software, net viewer central control,
graphical user interface. (GUI)

7. TCP/IP, DHCP, Support firm fixed IP and float IP.
8. Specialty still Controller, search data fast more,
convenient.

9. 192 configurable detection areas for per channel and
5 levels of sensitivity per area.

10.Simultaneous 1 channel real-time audio and video
recording.

11.Support two HD Mobile rack and one HD space on
the inside. (The goods of production no hard disc)
12.Support RS-232 and RS-485 connect port for
Remote Control.

13.Advanced MJPEG

14.Remote-controlled

1-4 video distributor

1-4 video

2-4 video distributor

2-4 video

4-8 video distributor

4-8 video

D222

1/4"SHARP 420, 3.6mm

D222IRS

1/4"SHARP 420, 3.6mm

DOG3IRA

IR , 1/3"SONY SONY SUPER
HAD 540 TVL, 4-9mm autoiris, DAY/NIGHT,
3 , IP65, PAL 752x582, 0.0006 LUX @
F1.2, BLC, AGC, AWB, 120ma, 12v DC
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DO032IRS 1/3"SONY 420, 3.6mm
DO52IRS 1/3"SONY 480, 3.6mm
DO062IRS 1/3"SONY 540, 3.6mm
TCV-D065 1/3"SONY 540, 2.8mm

Cy221 (12IR)

1/4"SHARP 420, 3.6mm

CY031 (36IR)

1/3"SONY 420, 3.6mm

CYO051 (36IR)

1/3"SONY 480, 3.6mm

IR , 1/3"SONY SONY
CYO065DH SUPER HAD 540 TVL, 2.8-12mm autoiris,
DAY/NIGHT, IP65, PAL 752x582, 0.00056 LUX @
F1.2, BLC, AGC, AWB, 120ma, 12v DC,
TO5S1 1/3"SONY 470, 3.6mm
TO60 1/3"SONY 540, 3.6mm
1/3"SONY 420, 3.6mm,
TCV-CP063 1/3"SONY 540
IP video server 1ch, D1 resolution, H.264,
TCV- ,
DSA01MD , RS 232, RS-485

SPEED DOME CAMERAs
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UT100 BNC <-> UTP ( 1), -
UT100L BNC <-> UTP ( ), = -
4 (4 +4 ) PCI
RealTime 100fps, PAL resolution,
1704HC , H.264, # ,
motion detection,
8 PCI RealTime
200fps, PAL resolution, , H.264,
1708HS # , motion detection,
8 (8 +8 ) PCI
RealTime 200fps, PAL resolution,
1708HC , H.264, #H ,
motion detection,
4 4 +1 ) PCI
TCV-6804 _ 25fps, PAL resolution, GeoVision
H , motion detection,
4 (4 +4 ) PCI
RealTime 100fps, PAL resolution,
TCV-6804 H.264, GeoVision # , motion detection,
, PDA
8 (8 +8 ) PCI
RealTime 200fps, PAL resolution,
TCV-6808 H.264, GeoVision # , motion detection,
, PDA
4 real-time , 100 fps,

3004 - CIF (352x288), JPEG , 1 SATAHDD
(max 1.5TB), USB, PS/2, , TVOUT, PTZ
control,

4 real-time + 4 , 100 fps,
- CIF (352x288), JPEG

724B , 1 SATA HDD (max 1.5TB), USB, PS/2,
LAN, , SVGA OUT, TV OUT,
AUDIO OUT, PTZ control,

4 real-time + 1 , 100
fps, - CIF (352x288), MPEG
04DK , 1 SATA HDD (max 1.5TB), USB, LAN,
, SVGA OUT, TV OUT, AUDIO
ouT
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GC-Q320S

- 4,3mm, 420TVL,
Sony Super HAD, 1/3";- PAL: 512H x 582V, Board lens
type, 0.5Lux@F1.2,BLC, AGC, AWB, $ -
120mA,% —-12VDC. &

Iltem GC-Q320S System PAL / NTSC Image Sensor
1/4 inch Sony CCD Video output 1.0Vp-p, 75~
Composite, BNCx1 Horizontal resolution 420TVL S/N
Ratio (48dB Minimum illumination 0.8 LUX Sync
system 2:1 interlace internal Sync. Shutter 1/50-
1/10,0000S Tracking White Balance Auto Gamma Ratio
0.45 Infrared Spectrum Infrared Sensitive Lens Mount
Pin-hole lens 4.3mm Operating Temperature Indoor: -
10) to 50) Humidity 0 to 90% RH (non-condensing)
Power 12V DC 50/60Hz 100mA Weight Approx. 280g
Dimensions 60(*) x 60 x 104 mm

nfinily

GC-SD420S

- 4,3mm, 420TVL,
Sony Super HAD, 1/4”; - PAL: 512H x 582V, Board lens
type, 0.5Lux@F1.2, BLC, AGC, AWB, $ -
120mA, % -12VDC. & .
+ - 24 . Iltem GC-SD420S System PAL /
NTSC Image Sensor 1/4inch Sony CCD Video output
1.0Vp-p, 75" Composite, BNCx1 Horizontal resolution
420TVL S/N Ratio (48dB Minimum illumination 0.5 LUX
Sync system 2:1 interlace internal Sync. Shutter 1/50-
1/10,0000S Tracking White Balance Auto Gamma Ratio
0.45 Infrared Spectrum Infrared Sensitive Lens Mount
Pin-hole lens 4.3mm Operating Temperature Indoor: -
10) to 50) Humidity 0 to 90% RH (non-condensing)
Power 12V DC 50/60Hz 100mA Weight Approx. 280g
Dimensions 83(*)x68 mm
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GC-SM320H

- 3.6mm, 420TVL,
Sharp CCD, 1/3"; - PAL: 512H x 582V, Board lens type,
1Lux@F1.2, BLC, AGC, AWB, $ - 120mA,
% -12VDC. & L+ -24
Item GC-SM320S System PAL / NTSC Image Sensor
1/3 inch Sony Super HAD CCD Video output 1.0Vp-p,
75" Composite, BNCx1 Horizontal resolution 420TVL
S/N Ratio (48dB Minimum illumination 0.8 LUX Sync
system 2:1 interlace internal Sync. Shutter 1/50-
1/10,0000S Tracking White Balance Auto Gamma Ratio
0.45 Infrared Spectrum Infrared Sensitive Lens Mount
Standard 3.6mm(6mm,8mm) Lens at F2.0 Operating
Temperature Indoor: -10) to 50) Humidity O to 90%
RH (non-condensing) Power 12V DC 50/60Hz 150mA
Weight Approx. 170g Dimensions 108(*)x82 mm
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Lens
Microphone

Indicator Lig

——Reset DVR 2-4GB %
IDMC-054 , " AVI # 1 USB
Power key
&
nfinily
. " Siltech DMC-055
L ) # o,
DVR LCD ! - Sb
/ %
320 240 .0 # " PC. +
6
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IDMC -055

IAuto Electronics Shutter: 1/60-1/15000 Auto Gain
Control: AUTO Auto White Balance: AUTO Back
Light Compensation: auto Colors: Color Day/Night: -
IR Lightning: - Lens Mount: 3.6 mm Pinhole
Minimum illumination: 2LUX Number of Pixels:
628X582 PAL Operating Temperature: 40
Resolution: 380 TV lines S/N Ratio: 48dB Sensor:
1/3" CCD Shutter Control: - Video Output: 1Vp-p
750hm Waterproof: -

” - Siltech DMC-057 -
IDMC -056 1 , 1.2 Ghz, 50mW. AV
v .6 ' )
a
nfinily
” Siltech DMC-056
- 1 , " 1.2 Ghz, 50mW.
AV
, - Lt 6
. Auto Electronics Shutter: 1/60-1/15000 Back
IDMC -057 Light Compensation: auto Colors: Color Lens Mount:

nfinily

3.6 mm Pinhole Minimum illumination: 3 LUX
Number of Pixels: PAL:628X582;NTSC:510X492
Operating Temperature: 40 Power Source: 9 V
Resolution: 380 TV lines S/N Ratio: 48dB Sensor:
1/4" CMOS
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e-mail: office@infinity.bg
tel:= +3592 4890259
+3592 4890260

+3592 4890261
fax:  +3592 4890262
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